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NEMA CONFLICT MONITOR
PROGRAMMING CARD NOTES
(install jumpers as shown below) 1. TO PREVENT “FLASH-CONFLICT” PROBLEMS. WIRE ALL UNUSED PHASES
Q§ 5? AND OVERLAPS TO FLASH RED. VERIFY THAT SIGNAL HEADS FLASH IN
ACCORDANCE WITH THE SIGNAL PLANS.
FIELD CONNECTION HOOK-UP CHART
\_J U 2. TO PREVENT RED FAILURES ON UNUSED MONITOR CHANNELS. TIE T R - R R I a B TR BT R - N - - R R MR
UNUSED LOAD SWITCH RED OUTPUTS 1+3.,7+8,9,10,11 AND 12 TO LOAD s | 2
| | PHASE oofoc|osl|oal 8| 71 e 5| 4| 3] 2] 1
0 10 23 39 49 39 80 70 80 20 M0 uo SWITOH SOCKCT FROM PIN 1 (LS AGs) TO PIN 3 CRED OUT).  MAKE o o) réo ré
2 3 4 8 6 7 8
, . NUf N[ No o] st | o nu | N | N | o Jene2] st fanez| N [a22] N
30 2 20 53 %0 o 15130 1o Bo SURE ALL FLASH TRANSFER RELAYS ARE IN PLACE. HEAD NO.
10 30 40 50 80 70 80 90 TERMINAL
1812 | TB12| 89 189
1o g %0 10 59 o9 ‘70 80 Z° 3. PROGRAM CONTROLLER TO START UP IN PHASES 2 AND 6 GREEN. STRIP
80 6 70 80 90 180 110 120 GREEN 9 3 9
10 20 30 40 50 60 70
60 70 80 30 180 1O 120 4. SET POWER-UP FLASH TIME TO 10 SECONDS AND IMPLEMENT ON THE
7O 20 30 40 A0 eo CONFLICT MONITOR. SET CONTROLLER POWER-UP FLASH TIME TO YELLOW 8 2 8
10 20 30 40 50O 0 SECONDS.
80 90 180 110 120 RED 7 1 7
10 20 30 40
70 30 10 120 5. ENABLE SIMULTANEOUS GAP-OUT FEATURE, ON CONTROLLER UNIT, RED .
180 110 120 FOR ALL PHASES. ARROW
go 2 YELLOW "
) ARROW
10 6. WIRE DETECTORS IN ACCORDANCE WITH THE MANUFACTURER'S
120 INSTRUCTIONS TO ACCOMPLISH THE DETECTION SCHEMES SHOWN GREEN 12
) ” ON THE SIGNAL DESIGN PLANS.
‘ NU = NOT USED
7. SET ALL DETECTOR UNIT CHANNELS TO “PRESENCE” MODE.
8. PROGRAM PHASES 2 AND 6, ON CONTROLLER UNIT, FOR VOLUME
NOTE: MONITOR SHALL BE PROGRAMMED FOR FULL DENSITY OPERATION.
SIGNAL SEQUENCE MONITORING. (NEMA+)
9. THIS CABINET AND CONTROLLER ARE PART OF THE ROCKY MOUNT
SIGNAL SYSTEM. THE ‘OPTICOM’ DETECTOR UNIT IS EXISTING
AND IS USED TO INTITIALIZE EMERGENCY VEHICLE PREEMPTION
PHASING.
EQUIPMENT INFORMATION 10. SEE SHEET 2 OF 2 FOR EMERGENCY VEHICLE PREEMPTION
CONTROLLER PROGRAMMING AND WIRING.
CONTROLLER .« eeevceeeesses..PEEK TRAFFIC 3000
CABINETQ..0.00.0QO.CI.QOOOOPEEK TRAFFIC DWG #3603
CABINET MOUNT v eeovens ... .BASE
LOADBAY POSITIONS::vceeees.16
LOAD SWITCHES USED- e e 0 00 9 02’4!506
PHASES USEDocooooooooaooco02’40596
OVERLAP AeeeceencecaessesssNOT USED
GVERLAP B...".‘CO...'....’NUT USED
OVERLAP c...‘...'...".....NOT USED
OVERLAP DeceeeconcenessesssNOT USED
TYPICAL CONNECTION CHART FOR DETECTORS
NEMA OVERLAP CARD LOOP PANEL THIS ELECTRICAL DETAILL IS FOR
PIN FUNCTION TERMINATION THE SIGNAL DESIGN: 04-0107
rron Yo DESIGNED: @2-85
O O SEALED: 04-12-85
oL D oL C oL B oL A AC— AC— REVISED:
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SCeeeeeees cecsccse eeessseo sescsese LOOP INPUT LOOP
2= O RELAY NORMALLY OPEN VEHICLE CALL INPUT
% RELAY COMMON LOGIC GROUND
11 Signal Upgrade - Temporary (Sheet 1 of 2)
OVERLAP CARD SHALL BE COMPLETELY NOTE; | : SEAL.
BLANK (NO OVERLAPS) THE_TIMER INHIBIT WIRE SHALL BE CONNECTED TO THE ASSOCIATED PHASE GREEN LOAD — | US 301 Business (Centura Hwy) ‘{I““""""k“‘""'
SWITCH OUTPUT WHEN ONLY DELAY OPERATION IS REQUIRED UNLESS OTHERWISE SPECIFIED s at PNt Py "
BY THE LOOP AND DETECTOR UNIT INSTALLATION CHART. SR, . é’ %4
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